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ACUHORN

STEREO AUDIOPHILE STREAMER AND DAC

THE HEADLESS PLAYER IS CONTROLLED WIRELESS

DISCRETE R-2R SIGN MAGNITUDE DAC DESIGN SOEKRIS

FPGA SPARTAN 6 TECHNOLOGY FIFO BUFFERING & RECLOCKING

POWER SUPPLY VICORPOWER

ACUHORN R2R, ATINY MODERN DESIGN THAT TWINS WITH THE RATE AMPLIFIER. JUST TO GET CLOSER TO THE RECOVERY OF
MUSIC PLAYING AS IT WAS AT THE BEGINNING. TODAY THERE IS NO BETTER WAY FOR DIGITAL TO ANALOGUE CONVERTER THAN
TO0 LOAD TO THE PROGRAMMABLE LOGIC WITH AS MUCH COMPUTING POWER. TO SPLIT THE SIGNAL INTO MILLIONS OF

PARTICLES AND UNLOAD ONTO A DISCRETE LADDER OF ANALOG RESISTORS. ITS LIKE A STYLUS DIAMOND TRAVELING
THROUGH AVINYL GROOVE.
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ACUHORN

FEATURES

RZR LADDER 28 BIT RESOLUTION 384KHZ DAC BY FAMOUS SOEKRIS

LOADED FPGA SPARTAN 6 TECHNOLOGY OVERSAMPLING UP TO 3.072MHZ

FREQUENCY RANGE +0.1DB -1.0DB 20HZ — 20KHZ

TOTAL HARMONIC DISTORTION + NOISE <0.015%

SIGNAL TO NOISE RATIO 127DB A WEIGHTED

AUTOMATIC INPUT SELECTION 125 INPUT UP TO 384KHZ OR SPDIF INPUT UP TDO 192KHZ
R-2R DIRECT SINGLE ENDED OUTPUT: 1.4V RMS ZOUT 6250HM

FOR HIGH IMPEDANCE INPUT TRANSFORMER OR INPUT TUBE AMPLIFIER

BUFFERED SINGLE ENDED OUTPUT: 2V RMS ZOUT 10 OHM

FOR ANY INPUT AMPLIFIER OR HEADPHONES >3000HM BY ADAPTER CABLE

-O00 Oe

SERVER RUNS ON RASPBERRY Pl| OF SINGLE BOARD COMPUTERS — Q —
LOW LATENCY AND REAL-TIME AUDIO KERNELS

384KHZ OUTPUT VIA 125 INTERFACE STREAMER
SUPPORT FOR DSD64 AND DSD128 (I
COMPATIBLE WITH ALL FORMATS MUSIC: MP3, FLAGC, WAV, AAC, ALAG, DSD

UPNP\DLNA, AIRPLAY, SPOTIFY AND WEB-RADIOS, ETC Q
CONTROLLED WIFI FROM REMOTE RUNNING ON SMARTPHONES, TABLETS, NOTEBOOKS ?

MOODE WEB INTERFACE TO CONTROL PLAYBACK AND SETTINGS

POWER SUPPLY IS THE BEST VICORPOWER MODULES -
DC-DC CONVERTERS PROVIDES HIGH POWER DENSITY AND LOW NOISE
HIGH FREQUENCY MHZ SWITCHING

ADVANCED POWER PROCESSING IN A S5MALL SIZE
AUTORANGING 90-264VAC NETWORK VOLTAGE, FOR WORLDWIDE USE
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ACUHORN

CONNECTING
NECESSARY IS AC POWER PLUGS MUST BE CONNECTED TO THE EARTH (GROUND).

THE STRAMER WORKS WITH THE WORLD'S MAIN SUPPLIES ELECTRICITY (AC) VOLTAGES 90— 265 VAC @50/60 HZ. MAINTENANGE
FREE BY AUTORANGING MODULE.

AMPLIFIER IS READY FOR WORK AFTER CONNECTING THE CABLES, ALL THE SUPPORT FOR THIS STREAMER IS ON THE REAR
PANEL. REGION SPECIFIC 10A MAINS IEC CABLE, ITIS REQUIRED.

TO OPERATE, MAIN ROCKER SWITCH TO POWER THE STRAMER. ITIS LOCATED NEARTHE POWER CORD.
TWO PAIRS OF RCAOUTPUTS TERMINAL IS INTHE BACK. RED RIGHT CHANNEL, WHITE LEFT CHANNEL.

FIRST PAIR S R-2R DIRECT SINGLE ENDED OUTPUT: 1.4V RMS ZOUT 625 0OHM
USEWITH HIGH IMPEDANCE INPUT AMPLIFIER

SECOND PAIRBUFFERED SINGLE ENDED OUTPUT: 2V RMS Z0O0UT 10 OHM
USE WITH EACHTYPE INPUT AMPLIFIER OR HEADPHONES >300 OHM BY ADAPTER CABLE

DIGITALINPUT SPDIF COAX IS YELLOW COLOR AND TOSLINK.

POTENTIODMETER TO USE FOR DIGITALVOLUME CONTROL.
AUDIO OUTPUT

usB R-2R direct single ended

STORAGE 1.4V RMS Zout 625 Ohm.
THE MAIN VOLUME
90 — 265VAC CONTROL

ACUHORN

DDD @@@ @ @

POWER ETHERNET DIGITAL INPUT
ON/OFF NETWORKS SPDII;Coax
AUDIO OUTPUT Toslink
Buffered single ended
2V RMS Zout 10 Ohm
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ACUHORN

TECHNICAL SPECIFICATIONS

INPUT VOLTAGE MAINS AUTORANGING 90-264VAC
MAXIMUM INPUT POWER 20W

DISCRETE R-ZR SIGN MAGNITUDE DAC TYPE

DIGITAL VOLUME CONTROL

3 SIGNAL INPUT 125 BY RPI, SPDIF COAX AND TOSLINK
2 AUDIO OUTPUT R-Z2R DIRECT AND BUFFERED
INTERNAL CABLE OCC COPPER

TERMINAL RHODIUM

WEIGHT 1,5KG

DIMENSIONS W 320 X D 200 X H 28MM

U eqn ooon .
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ACUHORN

WOJCIECH UNTERSCHUETZ
KARTUSKA 243A

GDANSK 80-125

POLAND

PHONE O0O48 737476346
WWW.ACUHORN.PL

EMAIL: INFO@ACUHORN.PL

ACUHORN PRODUCT HISTORY

2003 ACUHORN SECCO145 CLASSIC

2004 ACUHORN ROSS0O135 CLASSIC

2004 ACUHORN NERO125 CLASSIC AWARD 2004 INHIGHFIDELITY

2005 ACUHDORN GRAND BIANCORE155 CLASSIC

2006 ACUHORN ROSS0O SUPERIORE175 CLASSIC

2007 ACUHORN ROSSO SUPERIORET175 IMPROVED AUDIO AWARD 2007 INHIGHFIDELITY
2007 ACUHORN NERO125 IMPROVED AUDIDO

2010 NOWE AUDIOMONO3.5 MONOBLOCK AMPLIFIER MOSFET AWARD 2010 IN HIGHFIDELITY
2012 ACUHORN GIOVANEBS5 SUPERLEGGERA

2012 ACUHORN NERO125 SUPERLEGGERA

2012 ACUHORN ROSS0O SUPERIORE175 SUPERLEGGERA

2013 ACUHORN STEREO3 STEREO AMPLIFIER MOSFET

2013 ACUHORN MONO6 MONOBLOCK AMPLIFIER MOSFET

2014 ACUHORN 51 STEREOTUBE AMPLIFIER OTL

2014 ACUHORN 52 STEREOTUBE AMPLIFIER OTL

2014 ACUHORN M2 MONOBLOCK TUBE AMPLIFIER OTL

2014 ACUHORN M4 MONOBLOCK TUBE AMPLIFIER OTL

2016 ACUHORN 15 BASS SPEAKERS

2016 ACUHORNTT ORIGINALTUBE AMPLIFIER

2017 ACUHORN RATE CLAS5-D AMPLIFIER AWARD RED FINGERPRINT IN HIGH FIDELITY
2017 ACUHORN R2Z2R HI-TECH STREAMER AWARD RED FINGERPRINTIN HIGH FIDELITY
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